TOP OF DRAIN DIP
6” + 1" HIGHER
THAN

BOTTOM OF DIP

TYPICAL FILL SLOPE

DIP REINFORCING

4” MINUS PIT RUN _\

TYPICAL DRAIN DIP DETAILS ITEM 204(04)
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DO NOT INTERCEPT DITCH UNLESS SPECIFIED
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DIP REINFORCEMENT
ITEM 301(14) ESTIMATE 10 C.Y. OF

TRANSITION ZONE:
OUTSLOPE TO EXISTING
TEMPLATE

OUTSLOPE TEMPLATE

TRANSITION ZONE:
EXISTING TEMPLATE TO
OUTSLOPE

>

REVISION

U.S. DEPARTMENT OF AGRICULTURE
FOREST SERVICE
SHOSHONE NATIONAL FOREST

FILE No.

MATERIAL REQUIRED FOR EACH DRAIN
DIP WHEN SPECIFIED ON ROAD LOG

AGGREGATE

ITEM 301(01) ESTIMATE 30 C.Y. OF
MATERIAL REQUIRED FOR EACH DRAIN
DIP WHEN SPECIFIED ON ROAD LOG

12" MIN.
RIPRAP

SECTION A — A
RIPRAP SECTION DETAIL

PLAN VIEW

TOP OF DRAIN DIP
30° VERTICAL CURVE EXISTING GRADE

4” MINUS PIT RUN /

DIP REINFORCEMENT

BOTTOM OF DRAIN DIP
30" VERTICAL CURVE

PROFILE VIEW

f NOTES:
1.

EXCAVATION BELOW THE EXISTING GRADE LINE WILL BE USED AS EMBANKMENT
ON THE DOWN GRADE SIDE OF THE DIP. COMPACTION METHOD D.

ALL DISTURBANCES SHALL BE KEPT WITHIN THE LIMITS OF THE DRAIN DIP.

AGGREGATE, DIP REINFORCEMENT, OR RIPRAP WILL ONLY BE REQUIRED WHEN
SPECIFIED IN THE DRAINAGE LISTING OR RECONSTRUCTION LOG.

DRAWINGS NOT TO SCALE

SHOSHONE NATIONAL FOREST
BROADAXE TIMBER SALE
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